20011115.ba v03_n253.bam.20011115 


>From ???@??? Thu Nov 15 15:46:32 2001 -0600 

Message-Id: <200111152146. fAFLkKM94011705@sco.theporch. com> 
Date: Thu, 15 Nov 2001 15:45:55 CST 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3253 


BOATANCHORS Digest 3253 
Topics covered in this issue include: 


1) Re: Viking Relay Connector 
by W7QHO@aol.com 
2) Re: What I Thought I Knew About Contactors 
by Arden Allen <gumbear@pacbell.net> 
3) Re: BC-779? SP400 SP200 SP210 
by PRovero <provero@home.com> 
4) Viking 500 slow release relay 
by "Hubbard, Al" <ahubbard@archway.com> 
5) new semi-Globe Kings for sale ! 
by chuck grandgent <chuck@k1iom. com> 
6) [Fwd: Marconi Event] 
by Jerry Proc <jerry.proc@sympatico.ca> 
7) RE: Viking Relay Connector 
by "Shirli Sieb" <sieb@sympatico.ca> 
8) Re: Viking Relay Connector 
by "Ed Zeranski" <ezeran@concentric.net> 
9) Re: TS-35/AP manual 
by William Donzelli <aw288@osfn.org> 
10) RE: Viking Relay Connector 
by Ralph Parker <rparker@dccnet.com> 
11) Re: Viking Relay Connector 
by JACK M IVERSON <jackiv@juno.com> 
12) Allied and Shure Calculator downloads 
by "Sandy W5TVW" <ebjr@i-55.com> 
13) BA's in "Side Street" 
by Norm Flasch <flasch@cushy.ece.nwu.edu> 
14) Viking Connector 
by "Smith" <smithab11@home.net> 
15) anyone near Somerdale/Camden NJ? 
by john <johnmb@nc.rr.com> 
16) FS: Collins 75S3-series 455FA05 500Hz CW filter 
by Bill Cotter <bcotter@pop.uky.edu> 
17) Tubes Needed 
by "ALLEN,JIM (A-Cupertino,ex1)" <jim_allen@agilent.com> 
18) 1A7G & 1N5G tubes needed 


by jim_allen@agilent.com 
19) Re: 828 Tubes Needed 
by tsmith@hal-pc.org 
20) Venus and Saturn... a galactic 6M renewal! 
by john <johnmb@nc.rr.com> 
21) KW2000A Transceiver F.S. 
by Jerry Proc <jerry.proc@sympatico.ca> 
22) RCA TV BROADCAST MANUALS FS 
by JACK M IVERSON <jackiv@juno.com> 
23) WTB 6AN4's and "IERC" tube shields 
by ejones@hiwaay.net 
24) Roller Inductors 
by "John Gibson" <gibsonj@mindspring.com> 
25) QSTs for Postage 
by David Stinson <arc5@ix.netcom.com> 
26) WWII vfo FS 
by BEN NOCK <G4BXD@compuserve.com> 
27) Re: [ARC5] QSTs for Postage 
by David Stinson <arc5@ix.netcom.com> 
28) Heathkit Probes Paper 
by David Stinson <arc5@ix.netcom.com> 
29) Re: Roller Inductors 
by Edward J Knobloch <k4pf@juno.com> 
30) Re: Heathkit Probes Paper 
by David Stinson <arc5@ix.netcom.com> 
31) WTB Manual: Nems Clarke Model #200-2 Spectrum Display 
by Roy Morgan <roy.morgan@nist.gov> 


From: W7QHO@aol.com 

Message-ID: <142.4917a0c .292324d7@aol . com> 
Date: Tue, 13 Nov 2001 20:37:27 EST 

Subject: Re: Viking Relay Connector 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


In a message dated 11/13/01 5:12:42 PM, bill@iaxs.net writes: 
>Pretty sure I've seen this discussed before, and that the 

> 

>answer was a 300 ohm TV Twinlead plug. 


Nope, I thought so too, but the pins are too big. 


Dennis D. W7QHO 


Date: Tue, 13 Nov 2001 18:16:54 -0800 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: What I Thought I Knew About Contactors 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QGMROOKRFQD2K7@mta6.snf£c21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


Hi Rhett; 
A very intersting thread..... 


DO) ceca arciavesl But the low V means low di/dt which means the actual opening 
> or increasing of gap between contacts is slowed down. Slowed opening 
> means longer arcing time and greater chance for contact welding, 

> not good for traction motor control. ....... 


I don't think it makes a lot of difference. Once the relay/contactor 
begins to open the permeability of the solenoid drops (because of the 
opening gap) substantially causing the magnetic flux to weaken quickly. 
The return spring takes over. Time to opening is delayed by the dv/dt 
suppression diode but that is not to be confused with how rapidly the 
contacts separate. 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


Message-ID: <3BF1D584.2060002@home. com> 

Date: Tue, 13 Nov 2001 21:23:00 -0500 

From: PRovero <provero@home. com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: BC-779? SP400 SP200 SP210 

Content-Type: text/plain; charset=us-ascii; format=flowed 
Content-Transfer-Encoding: 7bit 


The BC-779/A/B == SP210-LX. These and the 
200 should all run off the same power supply. 


Don't have any SP-400 docs handy to answer the other part. 
russ dworakowski wrote: 


> Yes BA friends, those of you who have answered my strings before 


with good knoledge-The subject is Hammarlund receivers as above stated. 
The question is- will the same separate power supply run all of these? 
And are there any other models which also apply? 


VVV NV 


content-class: urn:content-classes:message 
Subject: Viking 500 slow release relay 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: quoted-printable 
Date: Tue, 13 Nov 2001 18:28:05 -0800 
Message-ID: <FB4B89C780FB274F8122447ED6CCDD77123659@ads-ems.archway.com> 
From: "Hubbard, Al" <ahubbard@archway.com> 
To: Old Tube Radios <boatanchors@theporch.com> 


While we're on the subject of Viking relays, does anybody have a source 
for the slow release relay RY302 on the Viking 500? I am building a new 
power supply from scratch and that is one part I haven't got a clue as 
to where to start looking. I'd be happy with a used working spare if 
anybody has one. 


By the way, Mike Warren KOMAZ was kind enough to sell me a spare chassis 
for the 500 -- a big start on this project! 


Al 
WAOPGC 


Date: Tue, 13 Nov 2001 21:55:48 -0400 

From: chuck grandgent <chuck@kiom. com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: new semi-Globe Kings for sale ! 
MIME-Version: 1.0 

Content-Type: text/plain; charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 

Message-Id: <200111132159486.SM00939@t120> 


Page 167, Dec QST that came today: 

"Vintage Radios of North East Texas - 

"Introducing an updated version of a classic AM transmitter 

"Globe King 500D - 4-400 final, 500 watts of plate modulate AM input...." 


Sorry if this has been in previous issues, if so, I missed it... 
(OK, it DOES say "stable solid state VFO", so it IS tainted) 


73, Chuck, KOM 


Message-ID: <3BF1DECF.952EBC97@sympatico.ca> 
Date: Tue, 13 Nov 2001 22:02:39 -0500 

From: Jerry Proc <jerry.proc@sympatico.ca> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: [Fwd: Marconi Event] 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Subject: Marconi Event Dec 12, 2001 
Date: Tue, 13 Nov 2001 07:54:07 -0500 
From: "BobD" <kivv@tmlp.com> 

To: <ve3bdb@rac.ca> 


THE 100TH ANNIVERSARY OF MARCONI'S HISTORIC 
TRANS-ATLANTIC RADIO TRANSMISSION 
December 11 - 16, 2001 


The Marconi Radio Club, W1AA and The Falmouth Amateur Radio Association 
Amateur Radio operators are making 

plans to celebrate a Marconi world historical event. December 12, 2001 

will mark the 100th anniversary of the first 

Trans-Atlantic radio transmission by Guglielmo Marconi. That signal was 
a series of "SSS " transmitted on CW across 

the Atlantic from Poldhu, Cornwall England to St John's, Newfoundland. 


The Marconi Radio Club will be using the call sign W1AA/CC and will be 
operating from Cape Cod, Massachusetts, 

U.S.A. the location of Marconi's 1903 Trans-Atlantic radio station. 
Marconi's 1903 call sign was "CC " 

See this link for times, frequencies and modes of operation for W1AA/CC. 
http: //www.qrz.com/database?callsign=wiaa 


Bob Doherty K1VV 


Pres. Marconi Radio Club W1AA http://personal.tmlp.com/k1ivv/wiaa/ 


Regards, 

Jerry Proc VE3FAB 

Toronto, Ontario 

e-mail: jerry.proc@sympatico.ca 

http: //webhome. idirect.com/~jproc/ve3fab 


From: "Shirli Sieb" <sieb@sympatico.ca> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Viking Relay Connector 
Date: Tue, 13 Nov 2001 22:29:55 -0500 
Message-ID: <LOBBJHOLOOHLIPLONIAFGEIFEIAA. sieb@sympatico.ca> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


In the case of a Viking relay connector, where the pins are the thinner 
HC6/U size, 
I'd simply take apart a disused HC6/U crystal, by sawing, with a razor saw 


about 1/4" above the base. Remove the top half of the cover, and the crystal 
leaving the internal leads intact. A way must now be found to "swage" or 
enlarge 

the bottom (open) part of the can top, so it fits __over__ the bottom 
remnant and 

base, snuggly. Drill a suitable hole in the top of the "cover" for your 
wire, and 

there's your connector. Or, just forget about the top, and use the base 
alone. 


Where the socket uses the larger size pins, a disused FT243 crystal case is 
suitable. 


Ty 
Ed - VA3ES 
>. TSSSs Original Message----- 


> From: owner-boatanchors@theporch.com 

> [mailto:owner-boatanchors@theporch.com]On Behalf Of W7QHO@aol.com 
> Sent: Tuesday, November 13, 2001 8:37 PM 

To: Old Tube Radios 

Subject: Re: Viking Relay Connector 


Message-ID: <003201c16cbf£$b3£4c200$12fbfea9@g5p3m4> 


From: "Ed Zeranski" <ezeran@concentric.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Viking Relay Connector 
Date: Tue, 13 Nov 2001 19:51:44 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


> 

>>Anyone have a name and or source for the plug that is used for the relay 
>>socket on the rear of the Viking transmitters....>Breck, 

> 


>Good question. My V II manual doesn't give a clue. I've heard of others 
>using an xtal holder like you did. 

> 

>Dennis D. W7QHO 

>Glendale, CA 


Chingas domingas go-men-sai!! Geeze! Have written on this several times. 
You can use Cannon poke-home pins for # 14 wire which fit the Johnson relay 
sockets just fine. Will dig up the numbers ., 


Date: Tue, 13 Nov 2001 23:39:52 -0500 (EST) 

From: William Donzelli <aw288@osfn.org> 

To: Old Tube Radios <boatanchors@theporch.com> 

cc: Old Tube Radios <boatanchors@theporch.com>, w2cqh@asti.net 
Subject: Re: TS-35/AP manual 

Message-ID: <Pine.SUN.3.91-FP.1011113233530.8210F-100000@osfn.org> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


> I'd like to copy one. Anyone have a copy? 


The "TS-" pile is not sorted yet - in fact it is quite literally a "pile" 
- so I might have one. 


> And whadda they mean by the /AP suffix? Or /UP suffix? I've never 
> thotta asking. 


A is for aircraft, P is for pulse... 
> Some switches still a mystery. 
Like what? 


Best mystery switch I know of is on the AN/ARQ-9 jammer indicator. 


Completely unlabeled, except for "Normal" and "Changed". 


William Donzelli 
aw288@osfn.org 


Message-Id: <3.0.5.32.20011113234539 .00842dd0@pop3.dccnet. com> 
Date: Tue, 13 Nov 2001 23:45:39 -0800 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Ralph Parker <rparker@dccnet.com> 

Subject: RE: Viking Relay Connector 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


>...the answer was a 300 ohm TV Twinlead plug. These things were 
>popular in the days before Cable TV when you ran twinlead 
>to wall ‘outlets' in the house. 


I think the pins on the TV twinlead plug were too large to fit. 

I've always sacrificed an HC-6 xtal to use as the plug, even back in 1958 
with my Viking II. 

The wires are exposed, so watch those fingers! 


VE7XF 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Date: Wed, 14 Nov 2001 07:44:37 -0600 

Subject: Re: Viking Relay Connector 

Message-ID: <20011114.074438. -292793.2.jackiv@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 

From: JACK M IVERSON <jackiv@juno.com> 


OK here we go again. To make a shock or short proof plug, use the h 
HC6/U.) xtal, hold the pin end in a vise 
by the pins only, use a propane torch to heat the can at the solder joint 
and carefully pull the can from the base. 
Remove the crystal leaving the leads intact, strip zip cord just a tad ( 
1/8th in). 
drill 1/4 in hole in the top lid for the cord, thread the cord thru 
hole, solder to pins. Put the top back and tack solder 
around the base---viola-- a plug. Hve made several this way as I have a 
bunch of old CB xtals, no use for those. 
sorry to be long winded. 
JACK <jackiv@juno.com> 


Message-ID: <0Q00301c16d13$dd455800$6da1cdd1@ebjr> 
From: "Sandy W5TVW" <ebjr@i-55.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Allied and Shure Calculator downloads 
Date: Wed, 14 Nov 2001 07:29:04 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="i1so0-8859-1" 
Content-Transfer-Encoding: 7bit 


Hello All, 

Discovered a screwup on my part! Some people unable to download the 
"how to" file! 
I had the file named incorrectly! Try again using the names I gave 
previously. It should 
work OK now. 


73, 
Sandy W5TVW 


From: Norm Flasch <flasch@cushy.ece.nwu.edu> 
Message-Id: <200111141552. JAA18638@cushy.ece.nwu.edu> 
Subject: BA's in "Side Street" 

To: Old Tube Radios <boatanchors@theporch.com> 

Date: Wed, 14 Nov 2001 09:52:22 -0600 (CST) 
MIME-Version: 1.0 

Content-Type: text/plain; charset=US-ASCII 
Content-Transfer-Encoding: 7bit 


The 1950 movie "Side Street" with Farley Granger was on one of the 
cable channels last night. Lots of vintage shots of NYC at the time. 
There were a couple of nice long sequences featuring a Hallicrafters 
S-38 sitting on the police captains desk. Later in the movie there 
was a very short sequence with a Halli SX-42 and matching speaker in 
the background of the police station. One of the better police chase 
scenes I've seen in that time period concluded the movie. I pointed 
out and identified the radios to my wife and she just smiled. 


Norm Flasch 

ECE Teaching Labs Manager 
Northwestern University 
Evanston, Illinois 
847-467-4387 


Message-ID: <0Q02c01c16d2d$bc9c4b80$b2a70141@dover1.de.home.com> 
From: "Smith" <smithab11@home.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Viking Connector 
Date: Wed, 14 Nov 2001 11:59:34 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="Windows-1252" 
Content-Transfer-Encoding: 7bit 


Judging from the amount of mail that I have received on the subject, and 
queries concerning my use of the HC6, I have posted photos and 
instructions on converting a HC6 crystal holder into a relay connector for 
the Viking. Thanks for the response and may the hunt go on for a 
commercial, off the shelf, connector for the relay socket. 


http: //members.home.net/smithab11/connector%20viking%20page%20%20%201.htm 


Breck K4CHE 


Message-Id: <3.0.3.32.20011114115838.016c5b10@pop-server.nc.rr.com> 
Date: Wed, 14 Nov 2001 11:58:38 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: john <johnmb@nc.rr.com> 

Subject: anyone near Somerdale/Camden NJ? 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Is there anyone there I could talk into picking up a canoe anchor 
and shipping to me? 


Kindly contact me offline if you can perform some "radio rescue" work. 
I'd happily reimburse any expenses. 


Thanks all! 
John 


Message-Id: <5.0.0.25.2.20011114124923 .019£8098@pop3.norton.antivirus> 
Date: Wed, 14 Nov 2001 12:52:52 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Bill Cotter <bcotter@pop.uky.edu> 

Subject: FS: Collins 75S3-series 455FA05 500Hz CW filter 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


I have for sale a nice cosmetic condition, electrically excellent 
500hZ CW filter (455 FA 05) for 75S-3 series receiver, $195, plus 
shipping. E-mail pictures available upon request. 


73 bill n4alg 


Message-ID: <1BEBA5E8600DD4119A50009027AF54A0060072BA@axcs04.cos.agilent.com> 
From: "ALLEN,JIM (A-Cupertino,ex1)" <jim_allen@agilent.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Tubes Needed 
Date: Wed, 14 Nov 2001 11:39:20 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 


Message-ID: <1BEBA5E8600DD4119A50009027AF54A0060072BB@axcs04.cos.agilent.com> 
From: jim_allen@agilent.com 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: 1A7G & 1N5G tubes needed 
Date: Wed, 14 Nov 2001 11:40:36 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 


Hi, 


I'm in need of quantity (2) of the 1N5G and quantity (2) 
1A7G tubes. I cannot use the GT versions of these tubes 
due to the design of the radio I have. 


Thanks Much, 
Jim 


Message-Id: <200111141911 .NAA10387@mail.hal-pc.org> 
To: Old Tube Radios <boatanchors@theporch.com> 
From: tsmith@hal-pc.org 

Subject: Re: 828 Tubes Needed 

Date: Wed, 14 Nov 2001 19:11:29 GMT 


I am in need of several 828s. I have some other power tubes for swap such as 
801, 805, VT-4C, VT-25A, VT-52 plus many of the Taylor and Ratheon power tubes 
etc. or will buy outright. 


Thanks, 
Tom N5AMA 


Message-Id: <3.0.3.32.20011114153657 .019ba9cc@pop-server.nc.rr.com> 
Date: Wed, 14 Nov 2001 15:36:57 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: john <johnmb@nc.rr.com> 

Subject: Venus and Saturn... a galactic 6M renewal! 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


I just resurrected a Clegg Venus, and a Saturn 6 halo to go with it.. 

(Mike Hopkins, where are ya?) While Im not sure what I can work with the 
halo, the Clegg seems to receive OK for having not been used for who knows 
how many years. 


More contact cleaning then a full alignment, and I hope I can work someone 
on 6M somewhere/sometime. 


Was there a mod to do CW with the Venus? Gary Harmon asked me to check 
on how my CW jack was wired...and I discovered that although I have 

a small hole in the rear panel labeled "key" it's way smaller than a 
1/4" jack hole, and there's never been anything wired to that area. Odd. 


Now...once UPS finishes paying their claim for nearly destroying the power 
supply/modulator, to work on the Zeus/Interceptor pair. 


Rig names sure were more colorful (and rigs more fixable) back in the 60s! 


73 
John 
wb5o0au/4 


Message-ID: <3BF2E975.6912C238@sympatico.ca> 
Date: Wed, 14 Nov 2001 17:00:21 -0500 

From: Jerry Proc <jerry.proc@sympatico.ca> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch. com> 
Subject: KW2000A Transceiver F.S. 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hello Group, 


I'm selling a complete but defective KW2000A transceiver with AC power 


supply made by 

KW Electronics , Dartford England. Unit comes with docs and an optional 
7 Mhz crystal. 

Had a shot at troubleshooting a weak output problem then the receiver 
went dead. 

Have lost all patience with it. Need workbench space for other 
endeavours. 


$Cdn 50 


LOCAL PICKUP ONLY. 
(416) 249-0261 


Regards, 

Jerry Proc VE3FAB 

Toronto, Ontario 

e-mail: jerry.proc@sympatico.ca 

http: //webhome. idirect.com/~jproc/ve3fab 


To: Old Tube Radios <boatanchors@theporch.com> 

Date: Thu, 15 Nov 2001 04:06:10 -0600 

Subject: RCA TV BROADCAST MANUALS FS 

Message-ID: <20011115.040954. -309627.3.jackiv@juno. com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 

From: JACK M IVERSON <jackiv@juno.com> 


I have the following manuals FS. 


(all RCA) 

TT-50AH TV BROADCAST TRANSMITTER ch 7-13 

WA-7A Color Signal Analyzer 

WA-7A Linearity Checker 

TM-6C Master Monitor 

TA-3A Video Distribution Amplifier 

TA-7A Stabilizing Amplifier 

any offers?? direct ans to me jackiv@juno.com 


Date: Thu, 15 Nov 2001 08:13:27 -@600 (CST) 
Message-Id: <v03007800b81937616abd@[216.180.65.209]> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

To: Old Tube Radios <boatanchors@theporch.com> 


From: ejones@hiwaay.net 
Subject: WTB 6AN4's and "IERC" tube shields 


de N4TGC Eric 


Before I haul off and pay AES $4.70 each for 6AN4 tubes, does 


anyone have any good used ones? I need at least three for a couple of 


Radio Specialty Deviation scopes I use here - more is better. 


This was 


apparently a TV-tuner RF amp; it looks like the more-common 6AF4 but is a 


souped-up version with about twice the ratings. 


Also, anyone got any of those heat-dissipating, black tube shields 
(besides Fair Radio)? The ones branded IERC snap on, but there's also a 
bayonet version. All will be black, and have ribs of some sort inside. I 
need 7-pin and 9-pin sizes about 1.75 to 2" tall - up to 100 of them 


(mostly 7-pin)! e 


Date: Thu, 15 Nov 2001 08:17:33 -0800 

Subject: Roller Inductors 

From: "John Gibson" <gibsonj@mindspring.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Mime-version: 1.0 

Content-type: text/plain; charset="US-ASCII" 
Content-transfer-encoding: 7bit 

Message-Id: <E164PCh-0004LU-00@smtp6.mindspring.com> 


I just cleaned up the roller inductors on a TBW tx. I used the silverware 


tarnish remover from the household wares dept. (under the kitchen 
wire was jet black but cleaned up nicely with the remover used on 
brush. This was followed by a detergent and hot water scrub, then 


rinsings of hot water. 


sink). The 
a tooth 
several 


Now the coil windings are nice and shiney with that faint salmon pink of 
clean silver. OK, what do I do now to keep the silver from tarnishing? is 


there a spray treatment? I was wondering about the old TV tuner 


cleaner/lubricant. Any experience out there? 


Message-ID: <3BF409A3.4B717CO7@ix.netcom. com> 
Date: Thu, 15 Nov 2001 12:29:55 -0600 

From: David Stinson <arc5@ix.netcom.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: QSTs for Postage 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I have a big stack of 1997-2000 QSTs. It will take about 


$5 to mail them in the US. If anyone wants them, please write me. 


Otherwise they shall be recycled. 
73 Dave S. 


Date: Thu, 15 Nov 2001 13:56:10 -0500 
From: BEN NOCK <G4BXD@compusetrve.com> 
Subject: WWII vfo FS 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <200111151356_MC3-E704-280B@compuserve. com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 

charset=IS0-8859-1 
Content-Disposition: inline 


ET-4336 VFO unit, made by RCA. 
30.00 Pound plus pp 


BN. 


Message-ID: <3BF4114D.C47C336C@ix.netcom.com> 
Date: Thu, 15 Nov 2001 13:02:37 -0600 

From: David Stinson <arc5@ix.netcom.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: [ARC5] QSTs for Postage 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


QSTs are gone. Thanks. 


Message-ID: <3BF41DFC.48FAB1EA@ix.netcom.com> 
Date: Thu, 15 Nov 2001 13:56:44 -0600 

From: David Stinson <arc5@ix.netcom. com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Heathkit Probes Paper 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I have three single-sheet instructions from 
Heathkit Low cap probe 342, Demod probe 337-C and 
Hi Voltage Probe 336. A little ratty but not bad. 
I will mail them to the first 

person who says they want them. 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Date: Thu, 15 Nov 2001 15:07:36 -0500 

Subject: Re: Roller Inductors 

Message-ID: <20011115.150736.5000.0.k4p£@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 

From: Edward J Knobloch <k4pf£@juno.com> 


> John Gibson gibsonj@mindspring.com asked about 
> how to keep the silver shiney on a roller inductor. 


Harris, in the manual for the RF-601A 1 KW HF 

automatic antenna coupler, recommends a yearly lubrication 

of the inductor with silicone spray (Krylon 1329 or equivalent), 
or use a small swab to apply Dow Corning DC-33 

to the turns. They say that if the existing lubricant 

is black, then use Dow Corning Molycoat Z instead, 

so apparantly they switched from Molycoat Z to DC-33 

at some point. I don't know if this will keep the silver 
shiney, but it will get rid of that SCREEECH sound 

when the inductor is tuned. 


73, 
Ed Knobloch k4pf£@juno.com 


Message-ID: <3BF42631.204DF58D@ix.netcom. com> 
Date: Thu, 15 Nov 2001 14:31:45 -0600 

From: David Stinson <arc5@ix.netcom.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Heathkit Probes Paper 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


They Be Gone. Thanks. 


David Stinson wrote: 

> 

I have three single-sheet instructions from 
Heathkit Low cap probe 342, Demod probe 337-C and 
Hi Voltage Probe 336. A little ratty but not bad. 


VNvVWV 


> I will mail them to the first 
> person who says they want them. 
> Dave S. 


Message-Id: <5.0.0.25.2.20011115164139 .02d7c6e0@sdct-sunsrv1i.ncsl.nist.gov> 
Date: Thu, 15 Nov 2001 16:45:12 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Roy Morgan <roy.morgan@nist.gov> 

Subject: WTB Manual: Nems Clarke Model #200-2 Spectrum Display 

Cc: baswaplist@foothill.net, DCBOATANCHORS@topica.com, R-390@qth.net 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Anchorites, 


Wanted, Manual for: 
Nems Clarke Model #200-2 Spectrum Display 


Has 3 inch crt, 1960's construction. 


Thanks, 
Roy 


- Roy Morgan, KILKY since 1959 

7130 Panorama Drive, Derwood MD 20855 

Home: 301-330-8828 Work: Voice: 301-975-3254, Fax: 301-948-6213 
roy.morgan@nist.gov -- 


End o£ BOATANCHORS Digest 3253 
KKKKKKKKKKKKKK KKK KKK 


